Dali Low Enty \ersion Model BUR169798 Healthcare
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Dali Community o ling Bed

This Low Entry version of the standard Dali lowers to just 22cm from the oor making it a safe option for confused clients
who may be at risk of climbing over side rails.

>Optional Accessories Enclosed bed ends 20cm extension kit
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>Dali \ariations >Speci cations
BUR163609 Community - metal side rails Safe Wrking Load 185kg (29 stone)
BUR163609WS Homecare - wooden side rails Maximum patient weight 165kg (26 stone)
BUR191232E Essential - without lifting pole & side rails Mattress size 90 x 200 cm
BUR169798 Low Entry - wooden side rails, metal platform Height range (standard) 40 -80cm
BUR169288 Community 24 volt - metal side rails Height range (low entry) 22 -62 cm
BUR169288W Homecare 24 volt - wooden side rails Length 215 cm (short 195 cm)
BUR169798S  Short - wooden side rails, metal platform, Width 101 cm
180cm long Finish Beech e ect head &
foot panels
>Standards
The Dalil complies with the following standards:
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DALI - Not all economy profiling beds are created equal

Optional 24 volt system for
additional safety, ease of mainte-
nance and economy.

Push-fit jacks for ease of as-
sembley and maintenance (24
volt version pictured). Tough EPR
mains cable.

Key benefits:

* Strength, longevity and value

The Dali has been constructed to fulfill the highest
demands of day-to-day community care to give
you years of trouble-free service and low
maintenance costs. The Dali represents excep-
tional value for money with no compromise on
quality.

Side rail height of 40cm giving mattresses
up to 18cm thick the minimum 22cm
clearancee required by BSEN1970:2000.

185kg safe working load, 4-section
mattress base, electrically adjustable

Accessible for all standard
lifts and hoists

High quality and robust Tente castors

* Wide range of accessories

The Dali is supported by a wide range of specifically
designed accessories including padded side rail cov-
ers and bumpers and pressure relieving mattresses.

Water resistant IP64 Hand control
with selective locking function

Easy to clean metal
mattress base slats

Strong metal side rail slides

* 24-volt drive system as option

With the optional 24-volt system, the bed frame is free
of any 240V components. The bed is totally free of any
current whilst the motors are not inactive. PAT testing
is only required at the transformer which is compactly
integrated with the wall plug. Diagnostic lights on the
transformer facilitate maintenance.

Lowered foot position

Lower leg rest manually adjustable

Delivered on reusable transport kit for ease of deliv-
ery and storage.

* Side rail height of 40cm

Mattresses and alternating systems up to 18cm thick
may be used on the Dali without the need for fitting
optional high safety rails.

* Simple to install
The Dali can be assembled in minutes by one person

with no additional tools!



